
3 Zero Air and Ultra Zero Air Generator models ZAGC and ZAU
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Unpack the unit and open the cover. Remove the plastic 1/4" inlet and 1/8" outlet port plugs.

 Install the 1/4" external inlet filter: apply teflon pipe sealant tape to both sides of the supplied 1/4" male-to-
male adapter; thread the adapter to the output side of the air filter assembly (do not overtighten); attach the 
air filter assembly to the input side (left side) of the generator and secure.

Place the unit on a table (allow at least 15 cm clearance around the sides of the unit for proper ventilation) or 
fix it to a wall.

Connect the unit to an air supply (the generator requires compressed air between 4.5 and 10 bar). Connect 
the air supply, using a 1/4" NPT male fitting (not supplied) to the 1/4" female input on the inlet filter.

Connect the output to the application. The output bulkhead is located on the right side of the unit. It requires 
a 1/8"-diameter fitting to attach the tubing or hose to the application air port.

Power up the unit using the “POWER” switch on the unit. For the first 3 seconds, all panel LEDs illuminate. This 
verifies proper operation of the control board firmware and LEDs.

After power-up, the unit enters a warm-up cycle. The yellow “Warm-up/Check Pressure“ LED flashes. The 
warm-up cycle takes approx. 40 min.

When the catalyst temperature is above the minimum level of 485 °C and no faults are present, the system 
will automatically go to normal operation mode: the green “System Ready“ panel LED is illuminated and the 
outlet valve opens, supplying continuous zero air or ultra zero air.

Please note:
In the event of any faults or damage, first notify the agent or distributor who supplied the unit. If this is not 
possible, inform the producer directly. Please also provide full details of the prob lem, plus the model and 
serial number. Instructions will then be provided for the service or the return of the unit. The device will be 
re ceived and repaired only if return authorisation is provided by the producer as per these instructions.

Quick start manual. Zero Air and Ultra Zero Air 
 Generator models ZAGC and ZAU.
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HiQ® is a registered trademark of The Linde Group.


